Changes on final version DBQD-EP1149-600A compared to its base, DVM-EP 1171-100A:

Eliminate R1105-R2105.

Change connections around R1101-1102-1103-1104-1105- R2101-2102-2103-2104-2105. Add R1105-1106-1107-2105-2106-2107 and D1100-1101-2100-2101. Add potentiometers P1100-P2100 and remember it can be on HT 2 kV (connections on top of PCB, no ground plane, spacing, etc).

Change type and value of C1100-C2100. Radiospares cc 114-547. 1 nF. Marked in comp. data.

Displace B1 to B4 onto two (HT isolation) PCB connectors to be able to disconnect front-panel when doing adjustments (High tension).

Mount gain resistors as standard R1120-R2120=1.8 kohm, R1121-R2121=39 kohm (standard gain for DBQD=2).

Change R1122-R1123-R2122-R2123 to 1 Mohm (lower impedance on input).

Eliminate IC1300-IC2300 and associated circuitry (not found necessary).

---------

Change P1200-P2200 type to 15 turns (size).

Turn off-set potentiometers P1200-P2200 90 degrees left to enable adjustment with front-panel dismounted.

Change R1200-R2200 to 24 ohm (better resolution, less turns on P1200-P2200).

Eliminate IC1211-IC2211-IC1221-IC2221 (noise problem) and redo connections around these.

C1210-C2210 different type plus stand-off.

Eliminate R1211-R1212-R2211-R2212-C1213-C2213 (not necessary with new AOM).

Eliminate C1223-C2223 (capacitive loading of op-amps).

Change all OP27GS to OPA177GS (noise problem) – only schematics, they are compatible.

Mount one circuit on DVM with OPA177GS and test for noise. Noise before filter R1210C1210 as well?

--------

Push voltage output sections, groups 122-222, together to make room for an extra output section on the differential voltmeter module, to be made later on this basis (front-panel conformity-alignment).

Separate R1240-R1241 and R2240-R2241 from each other and from C1241-C2241 (not enough space on PCB).

Add resistors R1265-R1275-R2265-R2275 (precision).

Change R1315-R1335-R2315-R2335 to 75 kohm (precision)

Numbering of IC1320-IC2320. Mixed up by Connexe.

Eliminate IC2230 and associated circuitry. You will need this for the final version DVM!

Implement changes around IC3320. Change location of J6-pin 34.

Move C3420-C3430 to the other side of the current limiting resistors.

Check all SMD 1206 capacitors. Connexe apparently erased or changed names on some and they were not mounted on the new series of cards.

On PCB change name to DBQD, not DBQD2. Remember to change name of board, ep-680-1149-600A.

